ANEXO B – EMPRESA                       San Isidro xx de mm de yyyy

INFORMACIÓN PARA LA CONFIGURACIÓN DEL SERVIDOR ICCP

I) ENLACE PRINCIPAL

<Del Centro de Control del Coordinador> 

IP ICCP1: 192.168.7.59/24  

(ICCP Primario)

IP ICCP2: 192.168.7.58/24  

(ICCP Secundario)

IP LAN ROUTER:192.168.7.9/24
(LAN Router)

IP WAN ROUTER: 10.0.83.2/30
(WAN Router)

ARNAME (vcc): COES_XXX

DOMINIO: COES_ XXX

PSEL:    00 01

SSEL:    00 01

TSEL:    00 27

AP TITLE:    1 1 127

AP QUALIFIER:   127

BILATERAL TABLE     VER_0

COES ES EL INICIADOR

ICCPVersion 2000.08

<EMPRESA - Enlace Principal>

IP ICCP1: 192.168.79.38/24

(ICCP Primario)

IP ICCP2: 192.168.79.39/24

(ICCP Secundario)

IP LAN ROUTER:

 
(LAN Router)

IP WAN ROUTER: 


(WAN Router)

ARNAME (vcc): XXX

DOMINIO: XXX

PSEL:    00 01

SSEL:    00 01

TSEL:    00 28

AP TITLE:    1 1 128

AP QUALIFIER:    128

BILATERAL TABLE     VER_0

ICCPVersion 2000.08

II) ENLACE RESPALDO

<Del Centro de Control del Coordinador> 

IP ICCP1: 192.168.5.59/24

(ICCP Primario)

IP LAN ROUTER: 192.168.5.9/24
(LAN Router)

IP WAN ROUTER: 10.0.84.2/30
(WAN Router)

ARNAME (vcc): COES_XXX

DOMINIO: COES_ XXX

PSEL:    00 01

SSEL:    00 01

TSEL:    00 27

AP TITLE:    1 1 27

AP QUALIFIER:   127

BILATERAL TABLE     VER_0

COES ES EL INICIADOR

ICCPVersion 2000.08

<EMPRESA – Enlace de Respaldo>

IP ICCP1: 192.168.79.38/24   
(ICCP Primario)

IP ICCP2: 192.168.79.39/24   
(ICCP Secundario)

IP LAN ROUTER:


(LAN Router)

IP WAN ROUTER:

 
(WAN Router)

ARNAME (vcc): XXX

DOMINIO: XXX

PSEL:    00 01

SSEL:    00 01

TSEL:    00 28

AP TITLE:    1 1 128

AP QUALIFIER:    128

BILATERAL TABLE     VER_0

ICCPVersion 2000.08
NOTA: Enlace Principal VLAN = 2142


